Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 10/5112 9/28/12 | Difference | 10/7111 gfg:;; 10/8110 ng:;; 100512 | 107111 gf::;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,236 2,309 -73 2,418 -7.5 2,884 -22.5 2,318 2,620 -11.5
East Coast (PADD 1) .. 157 58 4 186 -15.5 212 -26.0 151 193 -21.7
Midwest (PADD 2) .... 761 800 -39 708 7.5 795 -4.3 798 773 3.3
Gulf Coast (PADD 3) ... 828 921 -93 1,033 -19.9 1,345 -38.5 876 1,169 -25.1
Rocky Mountain (PADD 4) ... 206 211 -5 222 -7.2 271 -24.2 225 223 0.8
West Coast (PADD 5) .... 284 224 60 269 5.6 259 9.4 268 262 2258
Reformulated ................. 100 99 1 94 6.5 121 -17.6 103 103 -0.1
Blended with Ethanol 82 85 -3 94 -12.6 97 -156.5 85 94 9.7
Other .......... 18 13 5 0 - 24 -25.9 18 9 94.3
Conventional . 2,136 2,210 -74 2,324 -8.1 2,762 -22.7 2,215 2,517 -12.0
Blended with Ethano 338 355 -18 361 -6.5 254 33.1 350 349 0.2
Ed55 and Lower ..... 337 855 -18 361 -6.5 254 33.0 350 349 0.2
Greater than Ed55 . 0 0 0 0 0.6 0 - 0 0 101.2
Other .... 1,798 1,855 -56 1,963 -8.4 2,509 -28.3 1,865 2,168 -14.0
Distillate Fuel Oil .. 4,315 4,561 -246 4,381 -1.5 4,139 4.3 4,501 4,505 -0.1
15 ppm sulfur and Under . 3,974 4,147 -172 3,888 2.2 3,550 12.0 4,119 3,974 3.6
> 15 ppm to 500 ppm sulfur . . 121 100 22 207 -41.3 230 -47.2 80 197 -59.3
> 500 ppm sulfur ..... . 219 315 -96 286 -23.5 358 -38.9 302 334 9.5
Kerosene .................. 13 -2 15 2 459.3 0 -4,060.7 1 11 -90.7
Kerosene-Type Jet Fuel . 1,454 1,535 -81 1,503 -3.2 1,353 75 1,489 1,552 -4.1
Residual Fuel Oil 476 504 -28 531 -10.4 466 2.2 480 540 -11.41
Blender Net Production

Finished Motor Gasoline' ... 6,412 6,428 -17 6,403 0.1 6,224 3.0 6,439 6,441 0.0
East Coast (PADD 1) 2,625 2,665 -40 2,625 0.0 2,626 0.0 2,679 2,695 -0.6
Midwest (PADD 2) 1,411 1,397 14 1,566 -9.9 1,472 -4.2 1,382 1,536 -10.1
Gulf Coast (PADD 3) ... 1,019 1,005 14 936 8.9 813 25.3 1,019 883 15.4
Rocky Mountain (PADD 4) . 69 66 3 40 7.7 38 80.2 65 35 84.9
West Coast (PADD 5) 1,289 1,296 -8 1,237 4.2 1,276 1.0 1,294 1,291 0.2
Reformulated 2,896 2,949 -53 2,896 0.0 2,984 -3.0 2,912 2,925 -0.4
Blended with Ethanol 2,896 2,949 -53 2,896 0.0 2,992 -3.2 2,912 2,925 -0.4
Other .......... 0 0 0 0 - -8 -100.0 0 0 -
Conventional . 3,516 3,479 37 3,507 0.3 3,240 8.5 3,527 3,516 0.3
Blended with Ethanol 4,850 4,836 14 4,781 14 4,762 1.8 4,841 4,765 1.6
Ed55 and Lower ..... 4,848 4,834 14 4,779 1.4 4,761 1.8 4,839 4,763 1.6
Greater than Ed55 . . 2 2 0 2 -11.2 1 42.6 2 2 -7.0
Other .............. . -1,334 -1,356 23 -1,274 47 -1,522 -12.4 -1,313 -1,249 5.1
Distillate Fuel Oil ..... 23 29 -6 33 -28.8 110 -78.8 25 23 9.5
15 ppm sulfur and Under . 20 22 -2 31 -37.6 93 -78.8 24 16 51.0
> 15 ppm to 500 ppm sulfur . 3 10 -7 -7 -138.0 17 -85.6 5 -20 -127.5
> 500 ppm sulfur .. 1 -2 3 8 -85.5 0 -328.8 -4 27 -116.7
Kerosene ... 0 0 -1 41 -100.7 1 -150.0 0 9 -98.7
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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